
REB 632-3
Tube end forming machine



REB 632-3 - Tube end forming machine

Tube end forming machine

- For tubes 6 - 32 mm Ø (dependent on the forming geometry)
- Max. wall thickness 1,5 mm on tube-Ø 32 mm (St 37)
- Forming power                                                        98 KN
- Clamping power                                                      98 KN
- Forming length                                                     80 mm
number of forming stages 3
cycle time (1. stage) 3,5 sec.
cycle time (each additional stage) 2,5 sec.



Machine equipment-/basic accessories:

- For simple forming of tube ends (e.g. for reducing, enlarging, bead forming)
 - With automatic Tool changing for up to three forming stages
- Toolchanging via servo motor
- Power electro hydraulic
- Length of clamping dependant to the pipe diameter, normal 150 mm
- Forming geometry and length dependent on tooling
- Hydraulic tube clamping
- Hydraulic end forming
- Clamping cylinder Ø 80 mm
- End forming cylinder Ø 80 mm
 - Standard norm electric and hydraulic equipment
- Machine on a underframe, complete closed (include hydraulic and electric)
- Colour RAL 7047 grey, RAL 3020 red

Machine data:

- Nominal pressure 250 bar, operating pressure 160 bar
- Operating voltage 400 Volt - 50 Cyl. - 3 Ph. – 5 kW
- Length  1800 mm
- Width    1600 mm
- Height   2000 mm
- Weight approx. 1550 kg

▼ Additional equipment ▼

EZU 632-6 Additional forming stage
- Extension of the basic machine for up to 6 forming stages
- The cycle time increases by approx. 3 sec. for  every additional forming stage
- Enlargement of the basic machine about 315 mm

EREB 632-ZWS Additional clamp unit
- After initial forming and prior tool change over this additional clamping
  unit grips the tube
- Minimum tube length has to be minimum twice of the additional clamp length
- Existing of 2 hydraulic cylinder, one moves the additional clamp die to the
  centre line of the part the other one closes from the other side
- Cycle time increases approx. 3 sec.
- Clamping power  64 kN
 - Hydraulic clamping

EREB-SA Guarding system
- Existing of a profile frame and Plexiglas
- Include a light barrier system  - length 800 mm
- The light barrier controls the right, left and front side
- Also useable for loading of bend pipes

EMSP-3H Micro lubrication unit
- Unit for minimal lubrication without oil misting
- For all tube end forming machines
- Lubricating on the outside of the tube and the tooling prior to end forming
- Lubrication, part no. SCH M-25-H
- including connection for external pressured air supply, 6 bar



▼ Tools ▼

including tools
for DIN bead

for steel-tube Ø 22 mm

SBK 632-22 Clamping jaw
Clamping jaw 22 mm Ø
Length: 150 mm

ZSB 632-22 Clamp die
Clamp die for REB 632-ZWS 22 mm Ø
Additional clamp element  

EWB 632-A-22 End-forming tool
End-forming tool for tube 22 mm Ø
to form a bead

EWB 632-A-22 End-forming tool
End-forming tool for tube 22 mm Ø
to form a bead

Valid from 01/01/2016 until revocation - This machine is available from stock - subject to prior sale and technical change! - Delivery including 
operation manual in german or english. -  This offer is involving our General terms and Conditions (AGB), which you can find for download on our 

homepage www.transfluid.de.

        Interest?                                                          Please contact us         

http://www.transfluid.de



